
 

 

 CORRIGENDUM 

The bidders are requested to consult before offering rates / bidding in 

connection with e-NIT No:  WBZA-24/CCTV / GZP of 2023-24 

  

The detailed technical specification and description of cameras, 

cables, switches and other detailed peripheries and accessories etc. 

are enclosed in separate sheets which are to be matched with the  

bidder submitted specification otherwise would be disqualified. 

 

2 Mega pixel Fixed Lens Bullet Camera with Built-in-Mic 

 

Sl.No. TechnicalSpecification: Compliance(Yes/No) Deviations(ifany) 

1 ImageSensor 1/2.7"ProgressiveScanCMOS   

2 Min.illumination Color:0.005Lux(AGCOn),0LuxwithIR   

3 ImageResolution 2MP   

4 Day&Night IRCutFilter   

5 DigitalNoiseReduction 3DDNR   

6 WDR 120 dB   

7 Built-inMicrophone Yes   

8 On-BoardStorage Built-inmemorycardslot,supportmicroSDcard,upto256GB   

9 Lens FixedLens:4mm/6mm(aspersiterequirement)   

10 IRrange min.40mIR   

11 StreamingType ShouldSupportThreestream   

12 VideoCompression H.265,H.264   

13 ImageEnhancement BLC,HLC,3DDNR,Auto-WhiteBalance,PrivacyMask   

14 EthernetPort 1xRJ4510M/100MEthernetport   

 
15 

 
NetworkProtocol 

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP, 

UPnP™, 

SMTP,IGMP,802.1X,QoS,IPv6,Bonjour,IPv4,UDP,SSL/TLS 

  

16 Preferableanalytics Motiondetection,Linecrossing,intrusiondetection,Videotamperingdetection 
  

17 PowerSupply DC12V,PoE   

18 OperatingConditions -30°C~+60°C   

19 IngressProtection IP67   

 

2 Mega pixel Fixed Lens Dome Camera with Built-in-Mic 

 

 

 

 

Sl. No. TechnicalSpecification: Compliance(Yes/No) Deviations(if any) 

1 ImageSensor 1/2.7"ProgressiveScanCMOS   

2 Min.illumination Color:0.005Lux (AGCOn),0LuxwithIR   

3 ImageResolution 2MP   

4 Day& Night IRCutFilter   

5 DigitalNoiseReduction 3DDNR   

6 WDR 120dB   

7 Built-inMicrophone Yes   

8 On-BoardStorage Built-inmemorycardslot,supportmicroSD card,upto256GB   

9 Lens Fixed Lens:2.8mm /4mm   

10 IRrange min.40mIR   

11 StreamingType ShouldSupportThreestream   

12 Video Compression H.265,H.264   

13 Image Enhancement BLC,3D DNR,Auto-WhiteBalance,PrivacyMask   

14 EthernetPort 1x RJ4510M/100MEthernetport   
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NetworkProtocol 

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP, RTCP,NTP, UPnP™,SMTP, 

IGMP,802.1X,QoS, IPv6,Bonjour, IPv4, UDP,SSL/TLS 

  

16 Preferableanalytics Motiondetection,Linecrossing,intrusiondetection,Videotamperingdetection   

17 PowerSupply DC12V, PoE   

18 OperatingConditions -30°C ~+60°C   

19 IngressProtection IP67   



 

 

 

 

 

 

 

 

5 MP IP Bullet Camera Outdoor Extra Dark Audio (Night Vision) H.265+ 

 
Sl.No. TechnicalSpecification: Compliance(Yes/No) 

Deviations(if 
any) 

1 ImageSensor 1/2.7''ProgressiveScanCMOS   

2 Min.illumination Color:0.003Lux(AGCOn),0LuxwithIR 
  

3 PreferredrecordingResolution 2592×1944   

4 Day&Night IRCutFilter 
  

5 Shutterspeed 1/3sto1/100,000s   

6 DigitalNoiseReduction 3DDNR   

7 WDR 120dBTrueWDR   

8 Lens 2.8,4,and6mmoptional   

9 IRrange min.60mIRorhigher   
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StreamingType 

ShouldsupportFourstreams   

50Hz:25fps(2592×1944,2688×1520,1920×1080,1280×720) 

60Hz:24fps(2592×1944) 

30fps(2688×1520,1920×1080,1280×720) 

  

50Hz:25fps(640×480,640×360) 

60Hz:30fps(640×480,640×360) 

  

11 VideoCompression H.265,H.264,H.264+,H.265+ 
  

12 BitRateControl CBR/VBR   

13 ScalableVideoCoding(SVC) H.264andH.265encoding 
  

14 AudioCompression G.711ulaw/G.711alaw/G.722.1/G.726/MP2L2/PCM/MP3/AAC   

15 ImageEnhancement 
BLC,HLC,3DDNR,120dBWDR,ROI(5fixedregionsformainstreamandsub-

stream),Auto-WhiteBalance 

  

16 Imagesettings 
Rotatemode,saturation,brightness,contrast,sharpnessadjustablebyclientsoftwareor 

web browser 

  

17 Day/NightSwitch Day,Night,Auto,Schedule 
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NetworkProtocol 
TCP/IP,ICMP,HTTP, HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,NTP,UPnP,SMTP,IGMP, 

802.1X, QoS, IPv4, IPv6, UDP,Bonjour,SSL/TLS, PPPoE,ARP,SNMP 

  

19 API OpenNetworkVideo Interface(PROFILES,PROFILEG,PROFILET),SDK   

20 SimultaneousLiveView 6channel   

21 UserHost 32users. 3userlevels: administrator, operatorand user   

22 
EdgebaseRecording&N

etworkstorage 

Built-

inMicroSD/SDHC/SDXCslot,(256GBorbetter),NAS(NFS,SMB/CIFS),autonetworkreple

nishment(ANR) 
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Preferableanalytics 

Line crossing detection, intrusion detection, Motion detection (human and 

vehicletargets classification),Unattended baggage detection, video tampering, 

Objectremovaldetection,Scenechangedetection,audioexceptiondetection,Facecapture 

  

24 EthernetPort 1xRJ4510M/100MEthernetport 
  

25 Audiointerface 1-in/1-out 
  

26 AlarmI/O 2-in/2-out 
  

27 Built-inMicrophone Yes 
  

28 Built-inSpeaker Yes 
  

29 strobelight,audiblewarning Yes 
  

30 PowerSupply DC12V,PoE(802.3at/af) 
  

31 OperatingConditions -30°C~+60°C 
  

32 IngressProtection IP67IngressProtection 
  

33 Certifications CE/FCC/BIS   

Camera&NVRshouldbefromsameOEMforsmoothintegration.   

 
 



 

 

 
 
 
 

 
Floor Standing Steel Enclosure’s 

 
 Floor Standing Steel Enclosure’s designed for Servers  
 Top and bottom Panel with ventilation and cable entry facility,  
 Provision to mount the cooling fans on the top panel, 
 Racks is 17U with 600mm depth and 800 width configurations. 
 Front & Rear Door,SidePanels,Cable Manager. 
 Fans and Fan Modules.HardwarePacket,Jacking Feet , Lockable Toughened Glass Door, Steel Single, Steel Dual 

 
 
 
 
 



 

 

 



 

 

 

 

 

 

 



 

 

 

Outdoor Armour Fiber 6 Core 
 

APPLICATION 

 SuitableforIndoor&Outdoor(duct),aerial,pipeline. 

 Excellentwaterproofingperformance. 

 Lightweight,Small,Compactcablesize 

DESCRIPTION 

 CentralLoosetubewithjellycompound. 

 E-glassstrengthmembers. 

 SequentialMeterMarking. 

STANDARDS 

 ISO11801 

 IEC60793-1/60794-1-2 

 ITU-TRECG.652D 

 TelcordiaGR-20-core 

Mechanical&EnvironmentCharacteristics: 
 

OperatingTemperature –20degCto+60degC 

StorageTemperature –40degCto+60degC 

JacketMaterial HDPE/LSZH 
 

FiberCount HDPE/LSZH 

OuterDiameter(
mm) 

HDPE/LSZH 

ThicknessofJacket(

mm) 

HDPE/LSZH 

NominalCable

Weight(kg/

km) 

PullingTensionIEC
60794–1–2–E1 

CrushLoad 

IEC60794–1–2–E3 

(N/100mm) 

BendRadius(mm)IE

C 60794-1-2-

E11IEC60794-1-2-

E6 
ShortTerm(N

) 

LongTerm(
N) 

ShortTerm LongTerm ShortTerm LongTerm 

4 6.8+-0.3/6.2+-0.3 1.8+-0.2/1.4+-0.2 34/45 1500 600 1000 300 20D 10D 

?l/; 
;mnvc
6 

6.8+-0.3/6.2+-0.3 1.8+-0.2/1.4+-0.2 34/45 1500 600 1000 300 20D 10D 

Characteristics(cabled)Single-Mode-Matched-CladdedopticalfibersaccordingtoITU 
 
 

Fiber–

Type& 

RefractiveIn

dex 

Mode–

Field/CladdingDia

metre(um) 

Wavelength(nm

) 

Dispersion(ps/(nm

–km) 
PMD 

(ps/km) 

Cable Cut–

offWaveleng

th(nm) 

9/125/G.652D 9.2±0.4 131 
0 

≤3.5 ≤0.2 ≤1260 

1.4670/1.4675 125 ± 
0.7 

155 
0 

≤18 

 
 
 
 
 
 
 
 



 

 

 
 
 
 
 
NVR 32 Channel 4 Sata Interfaces ,Decoding Format H.265+ 
 
 

Video/ 
Audioinput 

IPvideoinput   32-ch 

Incoming 
bandwidth 

  256Mbps 

Outgoing 
bandwidth 

160Mbps 

 

 
Video/ 
Audiooutput 

HDMIoutput 
resolution 

4K(3840×2160)/30Hz,2K(2560×1440)/60Hz,1920×1080/60Hz, 
1600×1200/60Hz,1280×1024/60Hz,1280×720/60Hz,1024× 
768/60Hz 

VGAoutput 
resolution 

1920×1080/60Hz,1280×1024/60Hz,1280×720/60Hz,1024× 
768/60Hz 

Audiooutput 1-ch,RCA(Linear,1KΩ) 

 

 
Decoding 

Decodingformat H.265/H.265+/H.264/H.264+/MPEG4 

Recording 
resolution 

8MP/6MP/5MP/4MP/3MP/1080p/UXGA/720p/VGA/4CIF/DCIF 
/2CIF/CIF/QCIF 

Synchronous 
playback 

  16-ch 

Capability 2-ch@8MP(25fps)/4-ch @4MP(30fps)/8-ch@1080p (30fps) 

Network 
management 

Network 
protocols 

TCP/IP,DHCP,Hik-Connect,DNS,DDNS,NTP,SADP,SMTP,NFS,iSCSI, UPnP™, 
HTTPS 

Harddisk 
SATA 4SATAinterfaces 

Capacity Upto6TBcapacityforeachHDD 

 

 
External 
interface 

Two-wayaudio 1-ch,RCA(2.0Vp-p,1kΩ) 

Networkinterface 1RJ-4510/100/1000Mbpsself-adaptiveEthernetinterface 

Serialinterface 1RS-485(half-duplex),1RS-232,1keyboard(optional) 

USBinterface Frontpanel:2×USB2.0;Rearpanel:1×USB3.0 

Alarmin/out 16/4 

 

 
POEInterface 

Interface 
8,RJ-4510/100Mbps 
self-adaptive 
Ether net interface 

16,RJ-4510/100Mbpsself-adaptive 
Ethernet interface 

Power ≤200W 

Supported 
standard 

IEEE802.3af/at 

 
 
 
 
 

 
General 

Power supply 100to240VAC 

Power ≤300W 

Consumption 
(withouthard 
disk) 

≤20W(without enabling PoE) 

Working 
temperature 

-10°Cto55°C(14°Fto131°F) 

Workinghumidity 10to90% 

Dimensions 
(W×D ×H) 

445×400×71mm(17.5"×15.7"× 2.8") 

Weight 
(withouthard 
disk) 

≤5kg(11.lb) 



 

 

 

 

 

 

 

 
 
 

 
 
Poe Switch 24 Port10/100/1000 Mbps Switch With 2 SFP Port 
 
 

 
 
 
 

Networkpar

ameters 

Portnumber 24×GigabitPoEports,2×GigabitSFPfiberopticalports 

Porttype RJ45port,fullduplex,MDI/MDI-Xadaptive 

Standard IEEE802.3,IEEE802.3u, IEEE802.3x, IEEE802.3ab, IEEE802.3z 

Forwardingmode Store-and-forwardswitching 

MACaddresstable 8K 

Switchingcapacity 52Gbps 

Packetforwardingrate 38.688Mpps 

Internalcache 4.1Mbits 

 
 

PoE 

powersuppl

y 

PoEstandard IEEE802.3af, IEEE802.3at 

PoEpowerpin Ethernetcable1/2/3/6providepowersupply. 

PoEport Ports1to 24 

Max.portpower 30W 

PoEpowerbudget 225W 

Max.powerconsumption 250W 

 
 
 
 
 

General 

Shell Metalmaterialwithafanequipped. 

Netweight 2.920kg(6.44lb) 

Grossweight 4.120kg(9.08lb) 

Dimension(L×H×D) 440mm×44 mm ×220.8mm (17.3”×1.7”×8.7”) 

Operatingtemperature -10°Cto55 °C(14 °Fto131°F) 

Storagetemperature -40°Cto85 °C(-40°Fto185°F) 

Operatinghumidity 5%to95%(nocondensation) 

Storagehumidity 5%to95%(nocondensation) 

Powersupply 100to240VAC,50/60Hz,4A(Max) 

Powerconsumptioninidle 25W 

 
 
 
 
 
 
 

 
 
 
 
 



 

 

Led TV 32 Inch  with Wall Mount Stand 
 

 Resolution: HD Ready (1366x768) | Refresh Rate: 60 hertz 

 Connectivity: 2 HDMI ports to connect set top box, Blu Ray players, gaming console | 1 USB ports 
to connect hard drives and other USB devices 

 Sound output: 10 Watts Output I 2 Speakers | DTS Virtual:X | Sound Type : Down FiringSmart 

 TV Features: Web OS Smart TV | Wi-Fi | Home Dashboard | Screen Mirroring | Mini TV Browser | 
Multi-Tasking | Office 365, Set WXHXD (with Stand ) mm - 739 x 472 x 168Display: Active HDR | 
Display Type: Flat | BackLight Module: Slim LED 

 
 

 
 

Sd/-  
Ex-Officio Director,  

Garchumuk Zoological Park & 
Divisional Forest Officer, Howrah Division 

 


